
Loa Subwoofer Active JBL EON718S dùng đa năng chơi nhạc, hát live, karaoke và
tổ chức sự kiện vô cùng linh hoạt.

EON718S 

Thông số

 

POWER   1,500W peak / 750W RMS

18-inch woofer

FREQUENCY RESPONSE  31–150 Hz (-10 dB); 40–120 Hz (-3 dB)

MAX SPL  131dB

AUDIO I/OS  2 XLR Combo, 2 XLR loop-outs

DIMENSIONS (H x W x D) 26.3 x 24 x 25.1 in (667 x 609 x 637mm) 

WEIGHT

SHIPPING DIMENSIONS (H x W x D)

SHIPPING WEIGHT

81.5 pounds (37 kg)

29.6 x 28.42 x 29.3 x (744 x 722 x 752 mm)

94.4 pounds (42.8 kg)� 

CUSTOM-ENGINEERED  

  Parametric EQ, polarity inversion, speaker delay

 Built-in 2-channel digital mixer

 Parametric EQ, polarity inversion and speaker delay

 Color backlit LCD screen provides easy access to functions

 Durable birch plywood cabinet with patented DuraFlex finish and metal grille

Universal JBL Pro Connect app control using powerful BLE technology

Ergonomic handles simplify transport

Built-in threaded pole mount expands system configuration options

Stackable cabinets simplify cardioid configurations and equipment storage

ADVANCED DBX DSP

 

  

 

 

 

 


